0-90 Minute Fire Protective
Safety Wired Glass
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» Patented low-cost replacement for unsafe traditional wired glass.

» Heavy duty surface applied 7 mil safety Im meets the highest humanfim
safety requirements.

P Can be used in interior and exterior applications.

P Available in misco (diamond) and baroque (square) patterns and in clearfignesistive glazing that blocks

obscured nishes. radiant heat see SuperLite II-XL.
» 10 year warranty.
» USA manufactured for fast delivery and competitive pricing. SPECIFICATIONS
» Readily available through our nationwide distributor network or our fadtigknefiseatminal thickness of
Quick-Ship program. 5/16" (8 mm)

Weight: 3.0 Ibs./sq.ft.

Fire Rating Application Max. CV Area Max. CV Width Max. CV Height Stops Sound Transmission Rating:

20 minutes Steel Doors 3,2895sq0.in. 306" 92" 5/8” STC 28
20 minutes Wood Doors with 2,856 sg.in. 36" 84” 5/8” Fire Rating: 20-90 minutes with
Listed Vision Lite hose stream
Frame
Impact Safety Rating:
20 minutes Sidelites 4,608sq.in. 86" 106" 5/8” CPSC 16 CFR 1201 Cat. | and Il
20 minutes Windows 4,608sq.in. 100" 106" 5/8” .
3-Part Specifications:
20-45 minutes  Transoms 3,456 s0.in. 96" 36" 5/8” Available at
45 minutes Steel Doors 2,856sq.in. 34’ 84” 5/8” www.safti.com/specifications
45 minutes Wood Doors with 1,296 sg.in. 36" 54" 5/8”
Listed Vision Lite
Lsed APPROVALS
45 minutes Sidelites and 4,608sq.in. 100" 100” 5/8” UL 9, UL 108, UL 10C. NFPA 80,
Windows NFPA 252, NFPA 257. ASTM E152,

: 5 : , , " ASTM E163, ASTM E2074, ASTM
60-90 minutes*  Steel Doors (NT) 552 sq. in. 12 46 5/8 E2010-01. GPSC 16 CFR 1201 Cat. I,

60-90 minutes*  Steel Doors (T) 100 sq. in. 10" 83" 5/8” ULC CAN4-S104, ULC CAN4-S106.

* Please see detalils for limitations. For larger sizes, please see our SuperLite I-XL and SuperLite lI-XL products.

UL AND INTERTEK/WHI TESTED AND CERTIFIED

U.S. Pat. No. 7,090,906

e, == Made in the USA
WEE Q\&ss""@o SuperLite I-W is listed and labeled by Intertek/Warnock-Hersey Inc. and Underwriters
‘9') Laboratories, nationally recognized testing laboratories approved by OSHA. All wired
cy, = Jus glass products do not meet ASTM E119 or NFPA 251 and should not be used in such
ook applications.
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0-90 Minute Fire Protective
Safety Wired Glass

SuperLite I-W is a patented, low-cost safety
wired glass that meets the new requirements
of the 2003 and 2006 IBC. Unlike traditional
unsafe wired glass, SuperLite I-W can be used
in doors, sidelites and other hazardous locations
where impact safety is required.

Typical Details  wuore detais availabie at www.safti com/details

SuperLite I-W in HM Door, Sidelite and Frame
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The information provided herein is for general reference only. Please visit www.safti.com for the most updated information. 5/16"

* Fire Protective glazing is limited to 100 sq. in. in temperature rise doors and up to the maximum size tested for non-temperature rise doors.
Fire protective glazing is limited to 25% of the wall area and cannot be used in applications that require ASTM E119 or NFPA 251.
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