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60 MINUTE TEMPERATURE RISE DOORS

GPXBUILDERS SERIES TEMPERATURE RISE SINGLE DOOR WITH SUPERLITE II-XL 60 IGU
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GPXBUILDERS SERIES STANDARD
WITH & WITHOUT DOOR BOTTOM

GPX BUILDERS SERIES

60 MINUTE TEMPERATURE RISE DOORS

17/8"

~

SAFETY GLAZING NEA
5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)
ARGON N
1/4" PILKINGTON
ENERGY ADVANTAGE /
TPS
NN~
POLYSULFIDE
S _ﬁ%_
——==—=coC
=ezex
S0SeS
=
0808
S0SeS
S0SeS
S0SeS
S0SeS
eSes
eSed
=
S0SeS
S0SeS
S0SeS
S0SeS
=
0808
S0SeS
S0SeS
S0SeS
S0SeS
- eSes
o »-4 »-4
- =
S0SeS
S0SeS
S0SeS
S0SeS
=
0808
S0SeS
S0SeS
S0SeS
S0SeS
S0SeS
=
0808
S0SeS
S0SeS
088
N
N
R
/7

/A WITHOUT DOOR BOTTOM - STANDARD /A \ WITH DOOR BOTTOM - STANDARD

DOOR BOTTOM RAIL

GPXBUILDERS SERIES NARROW STYLE
WITH & WITHOUT DOOR BOTTOM

17/8"
SUPERLITE II-XL 60 IGU
FIRE RESISTIVE /
SAFETY GLAZING N[N [S
5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)
ARGON ol [
1/4" PILKINGTON
ENERGY ADVANTAGE /
s
POLYSULFIDE: NAN - 3" 3"
. _ﬂﬁ_ 17/8" 17/8"
ol
N
e
SUPERLITE II-XL 60 IGU SUPERLITE II-XL 60 IGU
FIRE RESISTIVE / FIRE RESISTIVE /
SAFETY GLAZING N S [s SAFETY GLAZING SN
5/8" CLEAR SRIL 5/8" CLEAR SRIL
(SEMI-RIGID (SEMI-RIGID
INTUMESCENT LAYER) INTUMESCENT LAYER)
ARGON NN ARGON NN
1/4" PILKINGTON 1/4" PILKINGTON
ENERGY ADVANTAGE / ENERGY ADVANTAGE /
™S ™S
5 POLYSULFIDE NN POLYSULFIDE NN
e
y = "
b8
o= ot o=
g - =wih
Cwy - WS
Q= oge . Q20
¥Qorx H ¥Qo«x
S=F35 g8 o=F3
ow. g 28 ow. g
0og e 0o
ot sct
OFJ SF3
. R <
o o o
& & &
=t =t =
7/ /7 7/

DOOR BOTTOM RAIL DOOR BOTTOM RAIL

DOOR BOTTOM RAIL
/I-B\ WITHOUT DOOR BOTTOM - NARROW

\3_/ WITH SUPERLITE II-XL 60 IGU

(B WITH DOOR BOTTOM - NARROW
\3_/ WITH SUPERLITE II-XL 60 IGU

\3/ WITH SUPERLITE Il-XL 60 IGU &/ WITH SUPERLITE II-XL 60 1GU

M SAFTIFIRST:

SAFETY AND FIRE TECHNOLOGY INC.

onaLoRsue | GPXBUILDERS SERIES  [SEET
BRISBANE, CA 94005 SE 3 6
e | 60 MINUTE TEMPERATURE R or
FAX: (415) 824-5900 These details are subject to change without notice. NOT TO SCALE




GPX BUILDERS SERIES
60 MINUTE TEMPERATURE RISE DOORS

GPXBUILDERS SERIES STANDARD

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

T— 5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

17/8

—— 1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON
TPS
POLYSULFIDE

o" 6" 1"

/A DOOR JAMB AT LOCK - STANDARD
\4_/ WITH SUPERLITE II-XL 60 IGU

GPX BUILDERS SERIES NARROW STYLE

| SUPERLITE 1I-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL

(SEMI-RIGID
INTUMESCENT LAYER)

R 2 p %
W] 4 \ ™ N
v N\ X ’ -
d » ©
/\ Y] 7

J L 1/4" PILKINGTON
I Sy ENERGY ADVANTAGE
| ARGON

TPS

POLYSULFIDE

11/8" 3 3/4" 1"

/ B\ DOOR JAMB AT LOCK - NARROW STYLE
\4_/ WITH SUPERLITE II-XL 60 IGU

OONHLORSUTER | GPX BUILDERS SERIES | S™EE™

&) SAFTIFIBS T | |6 MNUTE TEMPERATURERISE| 4 or 6

TEL: (415) 824-4900

SAFETY AND FIRE TECHNOLOGY INC. FAX: (415) 824-5900 These details are subject to change without notice. NOT TO SCALE




GPX BUILDERS SERIES
60 MINUTE TEMPERATURE RISE DOORS

GPX BUILDERS SERIES STANDARD

SUPERLITE 1I-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER) <

17/8
/|
/]

7

e

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON
TPS

POLYSULFIDE

1" '

/A DOOR JAMB AT HINGE - STANDARD

\5_/ WITH SUPERLITE II-XL 60 IGU

GPX BUILDERS SERIES NARROW STYLE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER) <

L/
P

17/8

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON
TPS
POLYSULFIDE

T 3 3/4" 118"

m DOOR JAMB AT HINGE - NARROW STYLE

\56_/ WITH SUPERLITE II-XL 60 IGU

M SAFTIFIRST:

SAFETY AND FIRE TECHNOLOGY INC.

100 N. HILL DR. SUITE 12
BRISBANE, CA 94005

TEL: (415) 824-4900
FAX: (415) 824-5900

GPX BUILDERS SERIES SHEET:
60 MINUTE TEMPERATURERISE| 5 o 6
These details are subject to change without notice. NOT TO SCALE




POLYSULFIDE

TPS

SUPERLITE II-XL 60 IGU:
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

ARGON

GPX BUILDERS SERIES

60 MINUTE TEMPERATURE RISE DOORS

17/8
/_

1/4" PILKINGTON
ENERGY ADVANTAGE

POLYSULFIDE

GPX BUILDERS SERIES STANDARD

——— POLYSULFIDE
U TPS

| SUPERLITE II-XL 60 IGU

FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

—
17/8"

ARGON

1/4" PILKINGTON
ENERGY ADVANTAGE

1

5"

/ A\ MEETING STILES - STANDARD

TPS
SUPERLITE II-XL 60 IGU

FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL

(SEMI-RIGID
INTUMESCENT LAYER)

\6_/ WITH SUPERLITE II-XL 60 IGU

GPX BUILDERS SERIES NARROW STYLE

——————————————— POLYSULFIDE
\ TS

| SUPERLITE II-XL 60 IGU

FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

—
—
17/8"

P
-’

3

|
|

&
N
) -—
ARGON
1/4" PILKINGTON
ENERGY ADVANTAGE

——— ARGON
1/4" PILKINGTON
ENERGY ADVANTAGE
| —
L—

e

33/4" ' 33/4"

m

/B \ MEETING STILES - NARROW STYLE

\6_/ WITH SUPERLITE II-XL 60 IGU

M SAFTIFIRST:

SAFETY AND FIRE TECHNOLOGY INC.

100 N. HILL DR. SUITE 12
BRISBANE, CA 94005

TEL: (415) 824-4900
FAX: (415) 824-5900

GPX BUILDERS SERIES SHEET:

60 MINUTE TEMPERATURERISE | 6 _oF 6

These details are subject to change without notice. NOT TO SCALE




	Sheets and Views
	60 MIN TEMPERATURE RISE DOORS IGU-1- DOOR ELEV
	60 MIN TEMPERATURE RISE DOORS IGU-DET 1
	60 MIN TEMPERATURE RISE DOORS IGU-DET 2
	60 MIN TEMPERATURE RISE DOORS IGU-DET 3
	60 MIN TEMPERATURE RISE DOORS IGU-DET 4
	60 MIN TEMPERATURE RISE DOORS IGU-DET 5


