
(A) SUPERLITE II-XL 60 IGU
MAX. CV AREA PER INDIVIDUAL LITE: 4,952 SQ. IN.
MAX. CV HEIGHT OR WIDTH PER INDIVIDUAL LITE: 124 IN.

(B) SUPERLITE II-XLB 60 IGU
MAX. CV AREA PER INDIVIDUAL LITE: 10,000 SQ. IN.
MAX. CV HEIGHT OR WIDTH PER INDIVIDUAL LITE: 125 IN.

GLASS TYPE

These details are subject to change without notice.
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1

GPX CURTAIN WALL SYSTEM WITH SUPERLITE II-XL 60 IGU
OR SUPERLITE II-XLB 60 IGU

60 MINUTE FIRE RESISTIVE CURTAIN WALL

GPX CURTAIN WALL SYSTEM

GPX CURTAINWALL SYSTEM



MAX. DOOR OPENING SIZE FOR
SINGLE DOOR: 54 IN. X 120 IN.

MAX. DOOR OPENING SIZE FOR
PAIR DOOR: 96 IN. X 120 IN.

MAX. DOOR OPENING SIZE FOR
SINGLE DOOR: 54 IN. X 120 IN.

MAX. DOOR OPENING SIZE FOR
PAIR DOOR: 96 IN. X 120 IN.

2
60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH
60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS

GPX BUILDERS SERIES TEMPERATURE RISE SINGLE DOOR WITH SUPERLITE II-XL 60 IGU

GPX BUILDERS SERIES TEMPERATURE RISE PAIR DOOR WITH SUPERLITE II-XL 60 IGU

These details are subject to change without notice.
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GPX CURTAINWALL SYSTEM

STANDARD (D) NARROW STYLE (E)STANDARD (D) NARROW STYLE (E)STANDARD (D) NARROW STYLE (E)

STANDARD (D) NARROW STYLE (E)



  HEAD DETAIL 
WITH SUPERLITE II-XL 60 IGU

  HEAD DETAIL 

A
3

B
3 WITH SUPERLITE II-XLB 60 IGU

1 7/8"

7 1/2"

2 
1/

2"

2 3/8"

7"

2 
1/

2"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

3
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GPX CURTAIN WALL SYSTEM
SECTION DETAILS

GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE CURTAIN WALL



  HORIZONTAL MULLION      
WITH SUPERLITE II-XL 60 IGU

  HORIZONTAL MULLION  

A
4

B
4 WITH SUPERLITE II-XLB 60 IGU

1 7/8"
7 1/2"

2 
1/

2"

2 3/8"

7"

2 
1/

2"

7/16" CLEAR SRIL

TPS

POLYSULFIDE

(SEMI-RIGID
INTUMESCENT LAYER)

TPS

POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)1/4" PILKINGTON

ENERGY ADVANTAGE

ARGON

1/4" PILKINGTON
ENERGY ADVANTAGE

4
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GPX CURTAINWALL SYSTEM

GPX CURTAIN WALL SYSTEM
SECTION DETAILS

60 MINUTE FIRE RESISTIVE CURTAIN WALL



  SILL DETAIL 
WITH SUPERLITE II-XL 60 IGU

  SILL DETAIL 

A
5

B
5 WITH SUPERLITE II-XLB 60 IGU

1 7/8"

7 1/2"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

2 3/8"

7"

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS

POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON
2 

1/
2"

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5
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GPX CURTAINWALL SYSTEM

GPX CURTAIN WALL SYSTEM
SECTION DETAILS

60 MINUTE FIRE RESISTIVE CURTAIN WALL



  JAMB DETAIL  
WITH SUPERLITE II-XL 60 IGU

  JAMB DETAIL 

A
6

B
6 WITH SUPERLITE II-XLB 60 IGU

7 
1/

2"

1 
7/

8"

2 1/2"

5/8" CLEAR SRIL
(SEMI-RIGID INTUMESCENT LAYER)

7"

2 
3/

8"

2 1/2"

TPS
POLYSULFIDE

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

6
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GPX CURTAINWALL SYSTEM

GPX CURTAIN WALL SYSTEM
SECTION DETAILS

60 MINUTE FIRE RESISTIVE CURTAIN WALL



  VERTICAL MULLION DETAIL
WITH SUPERLITE II-XL 60 IGU

  VERTICAL MULLION DETAIL 
WITH SUPERLITE II-XLB 60 IGU

A
7

B
7

7 
1/

2"

1 
7/

8"

2 1/2"

7"

2 
3/

8"

2 1/2"

5/8" CLEAR SRIL
(SEMI-RIGID INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

TPS

POLYSULFIDE

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

7
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GPX CURTAINWALL SYSTEM

GPX CURTAIN WALL SYSTEM
SECTION DETAILS

60 MINUTE FIRE RESISTIVE CURTAIN WALL



1 
7/

8"

7"
7 

1/
16

"

1 7/8"

7"

7 1/16"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

TPS

POLYSULFIDE

ARGON

1/4" PILKINGTON
ENERGY ADVANTAGE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

2 
3/

8"

7 
1/

2"
7 

9/
16

"

2 3/8"

7 1/2"

7 9/16"

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

TPS
POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

TPS

POLYSULFIDE

7/16" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XLB 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

ARGON
1/4" PILKINGTON
ENERGY ADVANTAGE

  90° CORNER DETAIL
WITH SUPERLITE II-XL 60 IGU

A
8

  90° CORNER DETAILB
8 WITH SUPERLITE II-XLB 60 IGU

8
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GPX CURTAINWALL SYSTEM

GPX CURTAIN WALL SYSTEM
SECTION DETAILS

60 MINUTE FIRE RESISTIVE CURTAIN WALL



  DOOR TOP RAIL - STANDARD 
WITH SUPERLITEII-XL 60 IGU

D
9

2"
2 

1/
2"

1 7/8"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

ARGON

TPS

POLYSULFIDE

1/4" PILKINGTON
ENERGY ADVANTAGE

1 7/8"
3"

6"

5/8" CLEAR SRIL

TPS
POLYSULFIDE

(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

  DOOR TOP RAIL - NARROW STYLE E
9 WITH SUPERLITEII-XL 60 IGU

7 1/2"

1 
1/

8"
2 

1/
2"

1 7/8"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

ARGON

1/4" PILKINGTON
ENERGY ADVANTAGE

1 7/8"
3"

3 
3/

4"

TPS
POLYSULFIDE

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

7 1/2"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

TPS

POLYSULFIDE

9
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GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH

60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS

60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

GPX BUILDERS SERIES DOOR STANDARD GPX BUILDERS SERIES DOOR NARROW STYLE



WITH SUPERLITE II-XL 60 IGU
D
10

D  WITHOUT DOOR BOTTOM 
DOOR BOTTOM RAIL - STANDARD

  WITH DOOR BOTTOM 
10 WITH SUPERLITE II-XL 60 IGU

10
"

1/
2"

3"

1 7/8"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE
ARGON

10
"

1/
2"

3"

1 7/8"

DOOR BOTTOM RAIL - STANDARD

WITH SUPERLITE II-XL 60 IGU
E
10

E  WITHOUT DOOR BOTTOM 
DOOR BOTTOM RAIL - NARROW STYLE

  WITH DOOR BOTTOM 
10 WITH SUPERLITE II-XL 60 IGU

3 
3/

4"
1/

2"

3"

1 7/8"

3 
3/

4"
1/

2"

3"

1 7/8"

DOOR BOTTOM RAIL - NARROW STYLE

 C
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TO
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T 
A

D
A
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 C
A

N
 B

E 
M

O
D

IF
IE

D
 T

O
 1

0"
TO

 M
EE

T 
A

D
A

 R
EQ

U
IR

EM
EN

T

TPS
POLYSULFIDE

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE
ARGON

TPS
POLYSULFIDE

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE
ARGON

TPS
POLYSULFIDE

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE
ARGON

TPS
POLYSULFIDE

10
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GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH

60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS

60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

WITH & WITHOUT DOOR BOTTOM WITH & WITHOUT DOOR BOTTOM
GPX BUILDERS SERIES DOOR STANDARD GPX BUILDERS SERIES DOOR NARROW STYLE



2"2 1/2"

1 
7/

8"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

6" 1"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

  DOOR JAMB AT LOCK - STANDARD 
WITH SUPERLITE II-XL 60 IGU

D
11

ARGON

1 
7/

8"

3"

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

1 1/8"2 1/2"

1 
7/

8"

3 3/4" 1"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

  DOOR JAMB AT LOCK - NARROW STYLE 
WITH SUPERLITE II-XL 60 IGU

E
11

1 
7/

8"

3"

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID INTUMESCENT LAYER)

POLYSULFIDE
TPS

11
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GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH

60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS

60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

GPX BUILDERS SERIES DOOR STANDARD

GPX BUILDERS SERIES DOOR NARROW STYLE



2 1/2"2"

1 
7/

8"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

  DOOR JAMB AT HINGE - STANDARD 
WITH SUPERLITE II-XL 60 IGU

D
12

6"

1 
7/

8"

3"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID INTUMESCENT LAYER)

  DOOR JAMB AT HINGE - NARROW STYLE 
WITH SUPERLITE II-XL 60 IGU

E
12

POLYSULFIDE
TPS

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

2 1/2"1 1/8"

1 
7/

8"

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

3 3/4"

1 
7/

8"

3"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID INTUMESCENT LAYER)

POLYSULFIDE
TPS

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

12
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GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH

60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS

60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

GPX BUILDERS SERIES DOOR STANDARD

GPX BUILDERS SERIES DOOR NARROW STYLE



 MEETING STILES - STANDARD
WITH SUPERLITE II-XL 60 IGU

D
13

6"1" 6"

1 
7/

8"

3" 1 
7/

8"

3"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS

POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

 MEETING STILES - NARROW STYLE 
WITH SUPERLITE II-XL 60 IGU

D
13

3 3/4"1" 3 3/4"

1 
7/

8"

3" 1 
7/

8"

3"

1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON
1/4" PILKINGTON
ENERGY ADVANTAGE

ARGON

1"

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS

POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING

5/8" CLEAR SRIL
(SEMI-RIGID
INTUMESCENT LAYER)

TPS
POLYSULFIDE

SUPERLITE II-XL 60 IGU
FIRE RESISTIVE
SAFETY GLAZING
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60 MINUTE SIDELITES/TRANSOMS
WITH 60 MINUTE GPX BUILDERS

SERIES DOORS

GPX CURTAINWALL SYSTEM
60 MINUTE FIRE RESISTIVE GPX SIDELITES/TRANSOMS WITH

60 MINUTE GPX BUILDERS SERIES TEMPERATURE RISE DOORS
GPX BUILDERS SERIES DOOR STANDARD

GPX BUILDERS SERIES DOOR NARROW STYLE
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