
MAX. DOOR OPENING SIZE FOR
PAIR DOOR: 96 IN. X 120 IN.

MAX. DOOR OPENING SIZE FOR
SINGLE DOOR: 54 IN. X 120 IN.
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GPX BUILDERS SERIES

GPX BUILDERS SERIES
90 MINUTE TEMPERATURE RISE

GPX BUILDERS SERIES TEMPERATURE RISE SINGLE DOOR WITH SUPERLITE II-XL 90 IGU

GPX BUILDERS SERIES TEMPERATURE RISE PAIR DOOR WITH SUPERLITE II-XL 90 IGU

These details are subject to change without notice.
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90 MINUTE TEMPERATURE RISE DOORS

STANDARD NARROW STYLE

STANDARD NARROW STYLE



  DOOR TOP RAIL - STANDARDA   DOOR TOP RAIL - NARROW STYLE
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  WITH DOOR BOTTOM - STANDARD 
WITH SUPERLITE II-XL 90 IGU
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  WITHOUT DOOR BOTTOM - STANDARD 
WITH SUPERLITE II-XL 90 IGU
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  WITH DOOR BOTTOM - NARROW STYLE 
WITH SUPERLITE II-XL 90 IGU
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  WITHOUT DOOR BOTTOM - NARROW STYLE 
WITH SUPERLITE II-XL 90 IGU
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WITH & WITHOUT DOOR BOTTOM WITH & WITHOUT DOOR BOTTOM



  DOOR JAMB AT LOCK - STANDARD

  DOOR JAMB AT LOCK - NARROW STYLE 
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  DOOR JAMB AT HINGE - STANDARD 
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